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Analog Panel Meters

Model HST-94

Consult Hoyt for measuring ranges  and scales

Accuracy:   ±2% full scale value. 

Case:   ABS case and PC cover. Black case, white scale plate.

Pointer:          Knife-type, color in black.

Movement:  Pivot and Jewel, AC Iron Vane or Taut Band. 

Mounting:   Four studs mounting.

Hz Meter  

Measuring Ranges :  45~65 Hz, 55~65 Hz 

Rated Voltage :          120V, 240V

Accuracy :                  ± 2.0% full scale value

General:

Relative Humidity:  20% to 80%RH (Nominal Use).

Operating Temperature:  32°F to 104°F (0°C to 40°C).

Storage Temperature: - 4°F to 131°F (-20°C to 55°C).

Specifications

Features

•  DC Ranges:  Microammeter, Milliammeter, Ammeter, Millivoltmeter, Voltmeter.

•  AC Ranges:  Milliammeter,  Ammeter, Voltmeter, Frequency Meter.

Equivalent to Yokogawa (YCA) Stylist Series 

HST-94       3-1/2" 
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Analog Panel Meters

Model HST-94

Dia. 2.678”
(68mm) 

Dia. 0.138” 
(3.5mm)

1.122” 
(28.5mm)

1.122” 
(28.5mm)

1.122” 
(28.5mm)

1.122” 
(28.5mm)

Panel Cut-Out

Dimensions

3.72” (94.5 mm)

2.
89

3”
 (7

3.
5 

m
m

)

0.315” 
(8 mm)

1.
57

9”
 

(4
0.

1 
m

m
)

1.
24

7”
 

(3
1.

64
 m

m
)

0.
43

5”
 

(1
1.

05
 m

m
)

3.583” (91 mm)

2.413” (61.3 mm)

1.760” (44.7 mm)
0.480” (12.2 mm)
0.146” (3.7 mm)

0.02” 
(0.5 mm)

0.228” 
(5.8 mm)

0.012” (0.3 mm)

0.386” 
(9.8 mm)

2.244” (57 mm)

1.102” (28 mm)

2.638” 
(67 mm)

0.161” 
(4.1 mm)

2.756” (70 mm)

2.
24

4”
 (5

7 
m

m
)


